
WORLD BRAND CARPET TILE 909 
 
DESCRIPTION 
World Brand Carpet Tile 909 is a solvent free, non-staining copolymer acrylic dispersion 
designed to provide a permanently tacky pressure sensitive film. 
 
APPLICATION 
The adhesive is used for bonding most types of textile and PVC backed carpet tiles to ; 
 Sound, smooth dry subfloors of concrete. 
 Conventional sand / cement screeds or underlayment. 
 Existing vinyl and linoleum, plywood. 
 Hardboard or cement sheet underlays. 
 
COVERAGE 
 Approximately 10 – 17 square metres per litre on full spread applied by flat trowel or 

short nap roller. 
 Approximately 16 – 20 square metres per litre on a 2 meter grid and perimeter. 
 Approximately 20 – 26 square metres per litre on a 4 meter grid and perimeter.  
 
TECHNICAL DATA 
Appearance  :  Off white liquid 
Solids   :  50 – 52% 
Base Polymer  :  Acrylic 
Carrier   :  Water 
Flammability  :  Non – Flammable 
Viscosity  :  2,000 – 3,000 cps. 
Toxicity  :  Non toxic 
Specific Gravity :  1.00 
Drying Time  :  Less than 1 hour (More if conditions are cold and/or wet)    
Shelf life  :  12 months if stored under appropriate conditions. 
 
SAFETY & HANDLING 
Avoid contact with eyes and skin as product causes irritation.  The product also causes 
gastric irritation if accidentally swallowed.  Inhalation is not harmful but causes irritation 
to the nose and throat.  Seek immediate medical assistance if irritation persist after 
clensing with water or if product is swallowed. 
 
STORAGE 
Product should be stored in well ventilated areas away from sources of heat. 
 
PACKAGING 
Available in 18 Kgs per pail packing. 
 
 
The information contained here is true and accurate to the best of our knowledge.  The manufacturer makes 
no warranty or guarantee of results and resume no obligations or liabilities from use of this product. 



 
 
 
 
 
 
 
 
 
 
 


