
World Brand Vinyl 606 Adhesive  
 
DESCRIPTION 
World Brand Vinyl 606 Adhesive is a co-polymer acrylic emulsion with excellent 
plasticiser resistance and non-staining properties.  It is protected against bio-degradation, 
withstands normal wet cleaning practices and is suitable for use over underfloor heating 
installations. 
 
APPLICATION 
The adhesive is used for bonding the following ; 
 Plasticised vinyl floor and wall coverings and PVC backed carpets. 
 Commercial and domestic vinyl sheeting products. 
 Homogenous and foamed backed type vinyls. 
 
COVERAGE 
Approximately 3 – 5 square metres per litre depending upon the condition and 
absorbency of the substrate and the type of applicator used. 
 
TECHNICAL DATA 
Appearance  :  Creamy paste 
Solids   :  70% 
Base Polymer  :  Acrylic 
Carrier   :  Water 
Flammability  :  Non – Flammable 
Viscosity  :  60,000 cps. 
Toxicity  :  Non toxic 
Specific Gravity :  1.24 
Shelf life  :  12 months in unopened containers stored under appropriate  
      conditions. 
 
SAFETY & HANDLING 
Avoid contact with eyes and skin as product causes irritation.  Flush with water in case 
there is irrtation after contact. 
 
STORAGE 
Product should be stored at temperatures between 5 and 30 ˚C.  Keep in well ventilated 
areas away from sources of heat. 
 
PACKAGING 
Available in 20 Litres plastic containers.   
 
 
 
 
The information contained here is true and accurate to the best of our knowledge.  The manufacturer makes 
no warranty or guarantee of results and resume no obligations or liabilities from use of this product. 
 



 
 
 
 
 
 
 
 
 


